BlNG(’ PATONS LANE RECYCLING CENTRE
INDUSTRIES

TRANSPORT CODE OF CONDUCT

The management of the Patons Lane Recycling CentreResource Recovery Centre expect all
HEAVY VEHICLE CONTRACTORS AND HEAVY VEHICLE DRIVERS delivering or collecting to and
from Patons Lane, Resource Recovery Centre to abide by this Code of Conduct which has a
particular focus on minimising traffic impacts on our neighbours, especially in relation to
noise.

We look forward to long and successful relationship with all our stakeholders including drivers
accessing the site and our neighbours. Accordingly, drivers complying with this code of
conduct will be rewarded while drivers who do not comply will be penalised, and if the
breaches are serious enough, or repeated offences occur, these drivers will be banned from
the site.

Under this Transport Code of Conduct driver acknowledge that there will be penalties for
offending and reoffending drivers as set our below.

Serious offences may result in immediate banning from the site (i.e. dangerous or negligent
driving)

Minor offences (e.g. inappropriate use of engine brakes, queuing outside operational hours/
early late arrival at site, tailgating neighbours or others) will result in the implementation of
the “three strikes” protocol prior to banning from the site. i.e. three substantiated offences
and drivers will be banned from entering the site.

Bans: The length of the ban will depend on the seriousness of the offence, and steps taken by
the driver/employee after the initial banning to remedy the problems caused and mitigate
the potential for reoffending. Bans will be issued by the General Manager on the advice of the
Supervisor.

Weighbridge or site office staff controlling entry and exit from the site will implement this
protocol.
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Under this Transport Code of Conduct Drivers also agree that:
1. Truck noise shall be minimised at all times.

2. Undertakings from the Operational Traffic Noise Management plan shall be
adhered to as follows:

a. Driver awareness program.
All drivers access the site will be subject to a site induction which will include the signing of an
undertaking to abide by this Transport Code of Conduct and to minimise noise impacts.

b. Maintenance of Vehicles

All heavy vehicles will need to comply with RMS Noise Emission standards for individual
vehicles. Contractors accessing the site will legally bound to supply equipment and trucks that
comply with the required noise emission criteria.

Drivers are advised that periodic checks for compliance with RMS Noise Emission standards
for individual vehicles will be conducted by nominated personnel, either a site officer trained
in operating a sound level meter or by a qualified consultant. The hand-held noise monitor
will be a Type 1 or 2 noise monitor with a current NATA calibration.

c. Identification and rectification of non-complying vehicles.

Vehicles suspected by the gate house or weighbridge (or the Supervisor) not to comply with
noise emission requirements will be tested by suitably trained nominated personnel who will
check heavy vehicles for compliance. Heavy vehicles deemed to being non-compliant by this
testing will be excluded from the site until such time that a suitable repair has been
undertaken and documentation produced to confirm the repair and compliance.

d. Control of engine braking noise.
Drivers agree to not use exhaust brakes on Luddenham Road within 500m of the intersection
with Patons Lane and at all times whilst travelling on Patons Lane and at no times on the Site.

e. Non-Tonal Reversing Beepers shall be fitted.

Contractors and equipment suppliers will be legally bound to supply machinery
and heavy vehicles that are fitted with “growler” non tonal type reversing
beepers.

f. No “Tailgating”
Neighbours have expressed specific concerns about the safety of local passenger vehicle
traffic entering and exiting driveways on Luddenham Road.
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Accordingly, drivers are asked to pay particular attention to giving these vehicles appropriate
clearance distances to allow passenger vehicles to undertaken these turns without undue
stress or pressure that may result from having a heavy vehicle close behind.

g. Covering and Securing of All Loads
Drivers are required to ensure that all loads are secured and covered. Covers are not to be
removed until vehicles are on site.

3. Maximum Speed limit on site is 10 km/h.

4. Convoys or multiple trucks travelling closely together are not acceptable.
5. Max weight of all vehicles is to be 50.5t

6. Heavy vehicles travelling to or from the site do not travel upon Luddenham Road south of
its junction with Patons Lane.

7. No heavy vehicles shall travel to or from the site along Luddenham Road south of Patons
Lane.

8. Restriction of Hours

No queuing on approach roads prior to opening hours. Neighbouring residents are only a
short distance from the entrance to Patons Lane at the Luddenham Road intersection. These
neighbours have access to a hotline number and will report offending vehicles.

Access to the site is only available between:
e 7amand5 pm on a weekday and
e 8and 1lpm on a Saturday

Notwithstanding these provisions, the heavy vehicles travelling to or from the Site shall only
arrive at the site and leave between these hours. Additionally, no heavy vehicles accessing
the site will be permitted to queue outside the site entrance. For clarities sake, heavy vehicles
travelling to or from the site shall not arrive at the site prior to 7am or leave the site after
5pm on a weekday and shall not arrive at the site prior to 8am or leave the site after 1pm on
a Saturday, or any time on a Sunday or public holiday.

9. Register of Daily Truck Movements
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In order to comply with the vehicle movement limits, the weighbridge office will control and
record all vehicle access to the site. All vehicle drivers must report to the weighbridge office
to allow staff to collect appropriate details

10. Directions on Site
Road rules are to adhered to at all times. Heavy vehicle drivers must comply with all speed

limits posted on site subject to the maximum speed limit of 10km/hour.

Drivers will be directed to the recycling centre or the landfill. one of two main construction
zones.

Drivers are to follow directions given by the traffic controllers in these zones.
11. UHF Radio
Drivers will be required to carry a UHF radio and utilize the nominated site UHF

channel which will be advised upon arrival at the weighbridge office.

Attached is a plan indicating the permitted heavy vehicle routes to and from the site.
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| agree to the Transport Code of Conduct:

Signed

Name (please print)

Date

Mobile

Email

Employer

Registration

Drivers Licence No.
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