
TRAFFIC PLAN   

Monday - Friday:  7:00am – 6:00pm
Saturday: 9:00am – 1:30pm
Sunday: Closed

• �Mobile plant in operation throughout site

• Stay within 5m of your vehicle at all times

• Do not exceed a speed limit of 5 km/h

• One way traffic flow

Site Supervisor: Wes Brennan
M: 0404 253 365
RF: UHF 33

• �Please ensure you follow all instructions given by the 
traffic controller

• �Mandatory PPE includes hard hat & high viz vest. 
If you don’t have one please notify Bingo staff 
immediately and we will provide

BRAESIDE RECYCLING CENTRE 47-49 MALCOLM RD, BRAESIDE VIC 3195
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SITE ACCESS AND TRAFFIC CONTROLS 
VIC Road Rules apply on site with the exception of the following: 
 The instructions of the site staff and site signage are to be complied with and followed at all times. 
 All vehicles with two way radios are to tune radios to site channel and wait instructions.  
 All vehicles entering / leaving the site must proceed with caution in a forwards direction. Outbound 

vehicles have right of way 
 The speed limit is 5 km / hour. 
 Unloading / untarping to take place in designated areas on site only as instructed by the Traffic Con-

troller. 
 PPE required in all areas, except the car park. 
 Pedestrians including visitors have restricted access and must be under the supervision of allocated 

site staff at all times. 
 Except in car park, 2 or 3 wheeled vehicles are prohibited. 
 An exclusion zone of 3 metres applies around all mobile equipment. 
 A driver is responsible for ensuring all beacons and reversing alarms are operational at all times. 
 Where traffic aids such as mirrors and speed humps are provided they are to be used with caution. 
 Entry to exclusion zones are only allowed following approval of the Site Supervisor or Traffic Con-

troller. 
 No vehicle is to enter a Traffic Controller / Driver Safe Zone 
 Vehicles must ensure no tracking of mud or other waste on tyres or vehicle onto the road when 

leaving the site. 

SITE PROCEDURES 
 Truck entering site proceeds towards the weighbridge.  
 No queueing on weighbridge at any time 
 Truck weighs in – driver provides all required details to Weighbridge Officer either by radio or at 

weighbridge office 
 Weighbridge Officer records all details, inducts driver if no prior induction and provides PPE if re-

quired. 
 Weighbridge Officer radios site staff to seek instructions. 
 Truck proceeds to queueing area to untarp. Truck stops where indicated by signage or Traffic Con-

troller. 
 Small vehicles without a radio are controlled by the Traffic Controller.  
 Trucks waiting / untarping are to keep left and queue as directed by Traffic Controller. 
 Driver instructed by radio to proceed to tip floor. 
 No queueing on tip floor.  
 Driver to waits for instructions from tip floor staff (via radio) to proceed as instructed to tip floor.  
 Trucks to reverse to tip floor. Reversing vehicles require a spotter. 
 Tip floor staff to ‘spot’ for reversing vehicle. 
 Trucks unload, load is inspected by tip floor staff and reloaded if necessary or otherwise pushed up 

to stockpile by loader. 
 Priority is given to truck departing tip floor. 
 Departing truck proceeds to re-tarping area to restrain load 
 Truck proceeds to outbound weighbridge for weigh out. Weighbridge Officer completes transaction 

with final required details and truck departs site. 
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YOUR SAFETY IS OUR FIRST 
PRIORITY. PLEASE FOLLOW THESE 
KEY INSTRUCTIONS


